
The homogenization process for new products begins in the laboratory facility. The new bench top 
homogenizer HLLO enables the first step for a successful homogenization and will grant you an 
excellent scale up of the achieved results.  The HLL0 can be driven either as stand-alone unit or 
integrated in mini-plants for various sanitary or aseptic installation.
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Laboratory Homogenizer HLL0

TECHNICAL DATA

• Universal 2-plunger homogenizer with special camshaft characteristic

• .04 gpm capacity at max. 22 psi total pressure

• Suitable for sanitary and aseptic conditions

• 2-stage homogenization valve in material tungsten carbide for a broad range of application

• Process connections:  ½” Triclamp
• 1 Liter inlet vessel with pressure connection for pumping support
• Min. batch size:  approx. 8 oz
• Electrical execution: 1,1 hp motor , HMI touch panel, network connection, cable, plug
• Weight: approx. 353 lbs.
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Fertigungszeichnung

The information contained in this drawing is the sole property
of HST Company. Any reproduction in part or as a whole without

the written permission of HST Company is prohibited.

Die in dieser Zeichnung enthaltenen Informationen sind alleiniges Eigentum
der HST Maschinenbau GmbH. Der Nachbau einzelner Teile oder im Ganzen
sind ohne schriftliche Genehmigung der HST Maschinenbau GmbH verboten.
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