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TEFC MOTOR DIMENSIONS IN MILLIMETERS (For Reference Only) APRROX
kw RPM FRAME Altyp) Bltyp) D E F PH L w cP oP W(E|:5)HT
0.55 1500 80 125 124 80 62.50 100 10 265.81 215.81 452.81 207 26.6
0.75 1500 80 125 124 80 62.50 100 10 265.81 215.81 45281 207 26.6
1.1 1500 90 169.52 145 90 68.89 125 10.5 270.31 215.81 493.81 217 32.6
15 1500 90 169.52 145 90 68.89 125 10.5 270.31 215.81 493.81 217 321
2.2 1500 100 196 170 100 80 140 12 295.88 232.83 548.93 227 49.4
3 1500 100 196 170 100 80 140 12 295.88 232.83 548.93 227 479
55 1500 132 248 225 132 108 178 12 349.16 260.01 668.81 259 83.3
75 1500 132 248 225 132 108 178 12 349.16 260.01 668.81 259 84.3
9.2 1500 132 248 225 132 108 178 12 349.16 260.01 668.81 259 91.3
" 1500 160 308 254 160 127 210 14.5 400.97 293.02 730.92 287 1245
15 1500 160 308 254 160 127 210 14.5 400.97 293.02 730.92 287 144.5
0.75 3000 80 125 124 80 62.50 100 10 265.81 215.81 45281 207 26.1
1.1 3000 80 125 124 80 62.50 100 10 265.81 215.81 45281 207 27.6
1.50 3000 90 169.52 145 90 68.89 125 10.5 270.31 215.81 493.81 217 29.3
2.2 3000 90 169.52 145 90 68.89 125 10.5 270.31 215.81 493.81 217 312
3 3000 100 196 170 100 80 140 12 295.88 232.83 548.93 227 494
55 3000 132 248 225 132 108 178 12 349.16 260.01 668.81 259 84.3
75 3000 132 248 225 132 108 178 12 349.16 260.01 668.81 259 745
9.2 3000 132 248 225 132 108 178 12 349.16 260.01 668.81 259 794
" 3000 160 308 254 160 127 210 14.5 400.97 293.02 730.92 287 139.5
15 3000 160 308 254 160 127 210 14.5 400.97 293.02 730.92 287 149.5
18.5 3000 160 308 254 160 127 210 14.5 400.97 293.02 730.92 287 161.5




MATERIAL SPECIFICATIONS

PART NAME STAINLESS STEEL
Casing 316L Stainless
Backplate, Impeller, Stub Shaft | 316L Stainless

Adapter 304 Stainless
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EC+ Series pumps have standard stainless steel adapters and Type SM &

DM seals available.

EC+ Series pumps are in conformance with 3A sanitary standards for

centrifugal and positive rotary pumps for milk and milk products,
Number 02-10.

EC+ Series pumps have a standard 32RA (150 grit) finish, on all product

contact surfaces.

Ampco
Centrifugal
Pumps

MODEL EC+ 316 DN 65/40

Curves show approximate characteristics
based on clear 63° water.

Rated point is guaranteed.

Ampco Pumps

Gewerbepark West I 7
76863 Herxheim Germany
Phone: +49 7276 5058515
info@ampcopumps.de



