Ampco Pumps
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Centrifugal Pumps
DATA SHEET

MODEL EC+ 428 DN 100/50
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TEFC MOTOR DIMENSIONS IN MILLIMETERS (For Reference Only) APRROX
kW RPM FRAME Altyp) B(typ) D E F OH L w cP oP W(EI:::)H T
22 1500 100 196 170 100 80 140 12 331.72 268.67 584.77 252.40 55.6
3 1500 100 196 170 100 80 140 12 331.72 268.67 584.77 252.40 54.1
55 1500 132 248 225 132 108 178 12 367.12 27197 686.77 284.40 89.1
7.5 1500 132 248 225 132 108 178 12 367.12 277.97 686.77 284.40 90.1
92 1500 132 248 225 132 108 178 12 367.12 277.97 686.77 284.40 97.1
" 1500 160 308 254 160 127 210 14.5 408.21 300.27 788.16 312.40 130.6
15 1500 160 308 254 160 127 210 14.5 408.21 300.27 788.16 312.40 150.6
18.5 1500 180 350 294 180 139.5 241 14.5 455.22 334.22 887.82 332.40 193.7
22 1500 180 350 294 180 139.5 241 14.5 455.22 334.22 887.82 332.40 215.7
3 3000 100 196 170 100 80 140 12 331.72 268.67 584.77 252.40 55.6
55 3000 132 248 225 132 108 178 12 367.12 277.97 686.77 284.40 90.1
75 3000 132 248 225 132 108 178 12 367.12 277.97 686.77 284.40 80.3
92 3000 132 248 225 132 108 178 12 367.12 277.97 686.77 284.40 85.2
11.00 3000 160 308 254 160 127 210 14.5 408.21 300.27 788.16 312.40 1456
15 3000 160 308 254 160 127 210 14.5 408.21 300.27 788.16 312.40 155.6
18.5 3000 160 308 254 160 127 210 14.5 408.21 300.27 788.16 312.40 167.6
22 3000 180 350 294 180 139.5 241 14.5 455.22 334.22 887.82 332.40 193.7




MATERIAL SPECIFICATIONS

PART NAME STAINLESS STEEL
Casing 316L Stainless

Ampco

Backplate, Impeller, Stub Shaft | 316L Stainless c e ntr Ifu g a I
Pumps

Adapter 304 Stainless

1450 RPM
MODEL EC+ 428 DN 100/50
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EC+ Series pumps have standard stainless steel adapters and Type SM & Ampco Pumps "
DM seals available. Company . "
EC+ Series pumps are in conformance with 3A sanitary standards for
centrifugal and positive rotary pumps for milk and milk products, Gewerbepark West |1 7

Number 02-10. 76863 Herxheim Germany

Phone: +49 7276 5058515

EC+ Series pumps have a standard 32RA (150 grit) finish, on all product
info@ampcopumps.de

contact surfaces.



