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SIMPLE-blend

Portable Low Shear Powder Induction System

The SIMPLE-blend is designed to induce powders at a highly efficient rate with

minimal shear.

This unit is powered by the self-priming SP series to provide the suction for the
induction process. The consistent flow of liquid created by the SP liquid ring pump
ensures the product is induced consistently from batch to batch.

This system is CIP-able and is designed with cleanability and ergonomics in mind.
To put it “simply,” the SIMPLE-blend is the best system to induce easily dissolved
products when little to no shear is a must.

The SIMPLE-blend system comes complete with a stainless steel tabletop and
removable 304SS hopper. It is fully CIP-able and is available in 4 model sizes with
custom options to fit your process.

CUSTOM OPTIONS INCLUDE:

e Hopper Vibrator e Bulk Bag Connector e Hopper Lids

e Custom Valves e VFD e 316SS Hopper

¢ Explosion Proof VFD and e (asters e 2 Seal Options
Motors e Hopper Grates

Explosion Proof VI




SIMPLE-BLEND / 4 AVAILABLE MODELS

Powder
Induction Rate Rojiats Motor Speed
3

PLSP210 50-100 Ibs / minute 30-65 GPM 7.5HP 1750 RPM
22-45 kg / minute 113-246 LPM 5.5 KW 1450 RPM
PLSP215 75-200 Ibs / minute 65-100 GPM 10 HP 3 1750 RPM
34-90 kg / minute 246-378 LPM 7.5 KW 1450 RPM
PLSP220 125-450 Ibs / minute 100-140 GPM 15 HP 3 1750 RPM
56-204 kg / minute 378-529 LPM 11 KW 1450 RPM
PLSP225 200-700 Ibs / minute 120-175 GPM 20 HP 3 1750 RPM
90-317 kg / minute 454-662 LPM 15 KW 1450 RPM
SP SERIES / OVERVIEW

The Ampco SP Series are sanitary liquid ring pumps designed to handle liquids with entrained air, making them ideal for CIP return
and other applications where complete evacuation of tanks and lines is essential. Its unique design allows it to maintain its prime even
when pumping liquids with entrained air, making it more efficient and reliable than traditional centrifugal pumps.

FEATURES:

316L Stainless Steel Heavy Wall Construction
e Castand Machined

304 Stainless Steel Adapter

¢ Dynamically Balanced Impeller

316L Stainless Steel Shaft

e 3A-approved

CIP-able
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